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Foundation Note:

The foundation for this pavilion is to be designed according to local code
requirements using the design reactions from the chart on the cover sheet of the
drawings by Timber Tech Engineering, Inc. having the same job number referenced
above. The general pier and slab foundation concepts shown on page 4 and 5 have
been designed as per the IBC 2009 using an allowable soil bearing pressure of 200¢
psf. The turn down slab concept should only be used in locations with a design frost
depth equal to or less than the depth of the thickened edge. This is not a site
specific design, consult your local building department for specific foundation design
criteria for your area before using these details




PROJECT: STANDARD PLANS FOR 14'x24' RECTANGLE HAMPTON PAVILION

JOB NUMBER: E264-10

PAGE: 3 OF 5

This drawing is the property of Country Lane Woodwaorking, LLC, provided by Timber Tech Engineering, Inc. and reproduction, alteration or use of this drawing without the written consent of Country Lane Woodwaorking, LLC is prohibited. Drawings

shall not be scaled to obtain dimensions. The contractors and builders involved on this project shall verify all dimensions and conditions before starting work and any discrepancy shall be reported to the engineer in writing before starting work.

FOI;« = :.VA 0_dOA.W

umoys se paseds ‘Jojed pxg

ue|d Pulwe.lH JOOY

uwnjod |Aun 4% 6 u jsod

pajeuws| psjeal) ¢ ox .t g

Jeyel dy oxg @\

opis Aq spie ‘elj ‘ajeid
doy 8xz (1) PUe OIXZ e\

BUDOSP dAS I D+L ox_\

8y 2

pieoq aoe) JAUA 2X.£ G

Jayed ajgqnop

0-<C

0-<C

0-<C

¥ L— [Ql

0-<

Jo opie yose ‘of J8JOD YT —— |

,0-2 | .0-2

r—«l

»mN




JOB NUMBER: E264-10

PAGE: 4 OF 5

PROJECT: STANDARD PLANS FOR 14'x24' RECTANGLE HAMPTON PAVILION

This drawing is the property of Country Lane Woodwaorking, LLC, provided by Timber Tech Engineering, Inc. and reproduction, alteration or use of this drawing without the written consent of Country Lane Woodwaorking, LLC is prohibited. Drawings
shall not be scaled to obtain dimensions. The contractors and builders involved on this project shall verify all dimensions and conditions before starting work and any discrepancy shall be reported to the engineer in writing before starting work.

=

| —

/Finished grade

/5 ¥x5 §" treated laminated
post in 9 '+ vinyl column

1w 1»

33 x8 ¥ angle, fasten to post w/

ﬂ 1-8' ‘

< (4) #10x3 > screws and to concrete
4 " y pier w/ (1) '¢x4" Powers Wedge-Bolt
4 screw anchor
5 /#3 stirrup wrapped around vertical
bars, equally spaced (1 of 3)
A< ” / qually sp
. 4
i L, 4 Concrete sonotube, 3000 psi
<A 2 < )
<
4
4 a7 A »
<
4 <= #4 vertical rebar w/ 3" hook (1 of 4)
| o i
<A
| &«

Scale 1" = 1-0"

Pier Concept

1-074"

B,

1 a

h |j<" [
/

\

6%y

- /~5 7x5 7' treated laminated post in 9 '+ vinyl column

/20"+ concrete sonotube

9 24 vinyl column w/ flared base

)ﬁEdge of flared vinyl base trim

44 vertical 1 "x3 g”x;'x2 1 angle, fasten to post w/
rebaly i:,g:, 9 A /// (4) #10x3 1" screws and to concrete

(1 of 4) J
#3 stirrup below (1 of 3)

View 1 Pier Concept

pier w/ (1) 3¢x4’ Powers Wedge-Bolt
screw anchor

See foundation
note on page 2 for

Scale 1" =1-0 design information




JOB NUMBER: E264-10

PAGE: 5 OF 5

PROJECT: STANDARD PLANS FOR 14'x24' RECTANGLE HAMPTON PAVILION

This drawing is the property of Country Lane Woodwaorking, LLC, provided by Timber Tech Engineering, Inc. and reproduction, alteration or use of this drawing without the written consent of Country Lane Woodwaorking, LLC is prohibited. Drawings
shall not be scaled to obtain dimensions. The contractors and builders involved on this project shall verify all dimensions and conditions before starting work and any discrepancy shall be reported to the engineer in writing before starting work.

5 1'x5 I’ treated laminated
post in 9 &4 vinyl column

/ 13x3 IxI'x2 ¥ angle, fasten to post w/
/ (4) #10x3 J screws and to concrete w/ (1)
13y 3'4x4" Powers Wedge-Bolt screw anchor
—= Concrete turn down slab, 3000 psi min.
Finished grade 4" Concrete slab w/ 6x6
N\ ( W2.9xW2.9 welded wire
~ [ K < g % Lreinforcement
f (R Fll RSN _ Sand fill, compacted to 957 modified
° A A ) / Ty e B proctor under 6 mil. vapor barrier
| & af ) \#3 Stirrups wrapped around
oo horizontal bars, 24" o/c
< 3 <X#I=4 Continuous rebar (1 of 4)
— -0 —
Slab Concept  scaer-1o
-0 5 x5 ' treated laminated
[~ / - / post in 9 T+ vinyl column
12x3 Yxd'x2 I angle, fasten to post w/
‘ (4) #10x3 1 screws and to concrete w/ (1)
| 14x4’ Powers Wedge-Bolt screw anchor
\ i ‘ ] i
. S0
> % %
|

13

VY |

#4 Continuous rebar below (1 of 4)
#3 Stirrups below, 24" o/c

Edge of flared vinyl base trim

Corner Post Top View Concept scaer-1-o

See foundation
note on page 2 for
design information




